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(57) Abstract: The invention relates to a method for in- 
dexing a machine or similar fitted with a leg comprising a 
hollow bushing (104) which is used to adjust the level and 
which is screwed onto said machine and which rests with- 
out sliding on a sole (102) which is in contact with the floor 
comprising an opening (106) opening out onto the bushing. 
The inventive method comprises three stages for position- 
ing the machine on the floor, carrying out a drill hole (1 12) 
in the floor in the extension of the opening (106) of the sole 
(102 ) with the aid of a drilling tool introduced into the bus- 
ing (104) and into the opening (106) of the sole, and adding 
a positioning element (107) into the drill hole, said element 
cooperating with the opening (106) of the sole in order to 
index it on the floor.The invention also relates to a machine 
leg which is specially adapted to carry out said method. 

(57) Abrege : L "invention concerne un procede d'indexa- 
tion de machine ou similaire equipee d'un pied avec une 
douille creuse (104) de reglage de niveau vissee sur la ma- 
chine et en appui sans glissement sur une semelle (102) en 
contact avec le sol qui comporte un orifice (106) debou- 
chant dans la douille, le procede comportant les etapes de 
positionner la machine sur le sol, de realiser dans le sol un 
percage (1 12) dans le prolongement de Tori fice (106) de la 
semelle (102) a l'aide d'un outil de percage introduit dans la 
douille (104) et dans 1 "orifice (106) de la semelle, et de rap- 
porter dans le percage un organe de positionnement (107) 
qui coopere avec I'orifice (106) de la semelle pour indexer 
celle-ci sur le sol. L'invention 
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